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To all whom it may concern : 
Be it known that we, WILLIAM-H. PoWERs 

and JOSEPH H. WALKER, both of Grand 
Rapids, in the county of Kent and State of 
Michigan, have invented certain new and use 
ful Improvements in Burial Gaskets orOases; 
and we do hereby declare that the following‘ 
speci?cation, taken in connection with the 
drawings furnished and forming a part there 
of, is a clear, true, and complete description 
of our invention. 
The object of our invention‘ is to provide for 

a prompt and noiseless closing of burial-cask 
‘ets at the close of funeral services, and to ob 
viate during that operation the employment 
of mechanical appliances; also, to afford ready 
access to the head of a corpse within the casket. 
The several features of our invention are 

made the subjects of claims, as fully set forth 
at the end of this speci?cation. 

Referring to the drawings, Figure 1 repre 
sents, in perspective, a casket embodying our 
invention. Fig. 2 represents the top of the 
casket, Fig. 1, in longitudinal central section. 
Fig. 3 represents the same in lateral section. 
Fig. 4 represents, in lateral section, a casket 
top embodying certain features of our inven 
tion in a modi?ed construction. 
The top of the casket A is complex in its 

structure, being usually composed of wood and 
made up with sides cm and ends a’ a’ of heavy 
stock to afford a massive external effect, as 
shown, and a cap, I), of thin stock, the exter 
nal ?nish being of such a character as to con 
ceal all joints. The sides and ends a- a’ are 
provided with a rectangular recess, 0, on their 
upper inner edges, which, when the cap I) is 
in posit-ion, affords a raceway for the reception 
of one or two sliding lids, one of which is a‘ 
closed face-lid, d, and the other the glass lid 6. 
So far as our knowledge extends, no casket 
has ever heretofore been provided with a slid 
ing closed face-lid, with or without a sliding 
glass lid; but we are well'aware that pivoted 
and laterally-swinging close face-lids have 
heretofore been employed both with and with 
out sliding glass lids. ' 

- The mode of mounting these lids may be 
considerably varied, and we have shown two 
different constructions in that connection. 

In Figs. 2 and 3 the closed face-lid d is pro 
vided at each side edge with a metallic strip, 
j‘, which nearly ?lls the raceway a vertically, 
while the thickness of the lid is only about 
one-half the width of the strip f, thus afford 
ing between the under side of the lid and the 
bottom of recess 0 a space ample for the re 
ception of the sliding glass lid 6, the frame of 
.which is of slightly lesser width than the face 
lid, and therefore the inner surfaces of the 
strips f serve as side guides for the glass-lid 
frame. - 

Each lid may be provided with a ?nger-piece, 
g, and the face-lid is also provided with a 
spring-latch, h, whereby when the lid is closed 
it is ?rmly locked in position. 

It will be seen that the ?nger - pieces g at 
their upper ends curve from each other, so that 
the face-lid may be moved without moving the 
glass lid, or both may be moved together, or 
when the face-lid is open the glass lid may also 
be opened. 
For the insertion and removal of the lid or 

lids, a detachable strip, t’, secured by screws, 
is provided on the under side of one of the 
side pieces, a. This strip is longer than either 
lid, and its upper surface constitutes the lower 
side of a portion of the recess 0. 

It frequently occurs that the glass lid is not 
desired on account of its cost or for other rea 
sons, in which case it can readily be removed 
for use with another casket, and it is there 
fore important that the casket be so con 
structed that the face-lid will in no manner be 
affected by the presence or absence of the 
glass lid.‘ 
In Fig. at two separate lid-recesses are shown. 

The face-lid recess is formed by the under side 
of the cap I), the inner upper edge of side pieces, 
a, and a strip, k, which is longitudinally se 
cured to the side pieces by screws or other 
suitable means. The side pieces, a, in this form 
of casket-top are mounted upon a base, I, the 
upper inner edge of which affords a bearing 
for the glass frame, which, in this instance, is 
?aring from the lower surface of the glass 0, 
the inner surface of the side pieces, a, being 
beveled to correspond with the outer inclined 
sides of the glass frame. As in the other con 
struction, a detachable strip is employed to. 
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admit of the introduction and removal of the 
lids. 

It will be seen that the exterior ?nish of the 
caskettop is neat and symmetrical, and that 
the opening and closing‘ of either lid may be 
promptly and noiselessly effected. \/Ve some 
times provide the face-lid with a key-lock for 
attaining even more security than is aii'orded 
by the screws heretofore used. " 
Having thus described our invention, We 

claim as new and desire to secure by Letters 
Patent 

1. The combination, with a casket-top, of a 

228,836 

sliding face- lid and a sliding glass lid, sub 
stantially as described. 

2. The recessed top and the sliding lid pro 
vided with side plates at its edges of a width 
greater than the thickness of the lid, for af 
fording beneath said lid a space for the recep 
tion of a sliding glass lid, substantially as de 
scribed. 

WILLIAM H. POWERS. 
JOSEPH H. l/VALKER. 

WVitnesses : 

W. F. CHANDLER, 
WM. E. 00X. 
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